 (
Monday
Got all the bolts done and taken off 
2
Steps Taken to Reach Objective:
Objective (s):
We had to take the rear end back off 
List issues / Complications
:
1
3
4
We put it up on the table and took the engine off so we could figure out the 
cvt
 shaft 
none
Started by disconnecting all the wires 
Tues
day
After all said and done we found out we screwed up the sprocket
2
Steps Taken to Reach Objective:
Objective (s):
Worked on getting everything all level 
List issues / Complications
:
1
3
4
none
We secured the rear end so that we could level everything out 
Wednes
day
We came up with 
a
 idea that we could fasten it to the frame to make a stop
2
Steps Taken to Reach Objective:
Objective (s):
Came up with a throttle block 
List issues / Complications
:
1
3
4
None.
We brainstormed about how to build one that would work 
Thurs
day
We made a mock up so we knew it was right 
2
Steps Taken to Reach Objective:
Objective (s):
We came up with a fixture for the extra bearing 
List issues / Complications
:
1
3
4
We found out it would work so we found some stock materials to start to cut for the right dimensions 
None.
we
 made a triangle type of fixture to pull the opposite way the 
the
 engine was pulling 
Fri
day
Then we got all the tools picked up and put away in the right places 
2
Steps Taken to Reach Objective:
Objective (s):
We had to get the shop cleaned up 
cause
 it was a disaster 
List issues / Complications
:
1
3
4
none
We moved all the tables out and swept under them so we could clean everything 
)
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